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BRIDGE LOG

Bridge Log

  1 - «Last Pump Message»
   Indicates the time in seconds since the last message from MT4 via the pumping
   connection was received
    * In pumping mode, the manager interface receives from the server information on 
   symbol settings, groups, account databases, orders, and trading requests, after that 
   the server sends only updated data to the connected manager.
   2 - «Last Dealer Message»
   Indicates the time in seconds since  the last message from MT4 dealer connection 
   was received
    * Dealing is the Mt4  interface  on which the bridge receives client�s 
   trading requests from the server and sends the dealer’s responses to the server.
   3 - «Dealer Inactivity»
  
   
 
   
   

   
   

 
 

Boston
Technologies

The Bridge Log is the core of the support mechanisms within the bridge. It 
provides insight into the entire lifecycle of a trade, critical disconnect/reconnect 
information,  general debugging information, and any other pertinent messages.
This tab is populated asynchronously from the log database. It can be con�gured to
display critical messages only, or to also include �Debug� and �Info� messages. 
Regardless of the GUI setting, all bridge log messages are saved within the bridge
database, as well as in a log �le.
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Maximum Inactivity (seconds) - if the time since the receipt of the last dealer message 
exceeds the value set in this �eld, bridge will automatically restart. This should be
con�gured based on the bridge activity. Logic behind this is that if a bridge that normally
receives 1 trade a minute is missing activity for 1000 seconds, then something could be
wrong and it�s safer to restart it to make 100% sure that all connections are active.


